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Assembly Instructions 
BIS Vario® WC DeLuxe 30  

Please

Note!
Read before

Installation!
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1. Carton Content

1. BIS Vario® basic frame
2. Lift Motor LA31 | ET-Nr. 990 35300 23
3. Cistern Geberit UP200 (from 2014 Geberit Omega)
4. Controllbox CB9 | ET-Nr. 990 35300 24
5. End switches

1. Bore template
2. Connection Set
3. Protecion box push plate
4. Protecion box water connection
5. Below protection plug
6. Fixing material (Details below)
7. Mounting material (Details below)
8. Sliding plates | ET-Nr. 979 0001 000
9. BIS Vario® assembly instruction

Fixing material
1. Hexagon bolt (6x)
2. Washer (6x)
3. Plug (6x)

Mounting material
1. Studbolt M12 (4x)
2. Nut M12 (4x)
3. Washer (4x)
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2. Raw Installation
2.1 Basic situation 

 Controll the installation situation

  ��Keep the distances
  ��Legs are height-adjustable up to 230 mm.

(lowest point of the frame = finished floor)

�  Drain pipe has to be the same level as the floor

�  Set the connection for water and electricity as according to the drawing 
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2.2 Fixing basic frame

 Controll the dimensios and distances
 Mark and drill the holes for the fixing to the floor

 Mark und drill the holes for the fixing to the wall

Attention: Cutting check (1 meter-mark)!

 Balance the basic frame
(vertical and horizontal)

 Remove the transport protection of the controll box and the frame (on the bottom).
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2.3 Connections

2.4 Drain vertical Art.-Nr. 035 30 35

 Connect the angle to the water supply of the bulding. 

 Plug the plug into the socket

ATTENTION: Lift is now connected to electricity!

Carton content:
 Flexible pipe with flange
 Seal
 2x hanger bolt with nut and washer

 Mark and drill the holes to fix the drain to the floor
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2.4 Drain vertical (extention)

 Connect the seal with the dran pipe 

 Fix the flange with the hanger bolt to the floor 

 Connect the top flange to the basic frame 

 Check the movement of the frame

ATTENTION: Frame moves against the arrows on the switch
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2.5 Drain horizontal (right or left) Art.-Nr. 035 30 36

Carton content:
 Drain with flange and flexpipe
 Bolt for the flange 
 Pipe shell
 Fixing clamp with hangerbolt and plug
 Supporting clamp with hangerbolt and plug
 Fixing clamp for flexible pipe 
 Fixing bolt M8 x 10 

Mark the distance for the fixing clamp:
 min. 150 mm of the front of the frame to the middle of pipe 
 max. 100 mm from the finished floor to the middle of the drain pipe
      Fixing clamp	                  Supporting clamp               Insert an fix shell 

(The fixing clamp has to be set on the edge of the frame.)

 Mount the fixing pipe to the frame

 Connect the flange of the drain pipe to the frame

1

2
3 1 2 3
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 Please always check movement with remode controll.

2.5 Drain horizontal (extension)

 Fasten the end of the flexible pipe with the fixing clamp

 Connect the flexible pipe with the drain

2.6 Movement check
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Contact Technical Support

Deutschland & Österreich

Michael Barnert
Anwendungstechniker
Tel.:	  +49 (0)921 7560 135
Fax:	  +49 (0)921 7560 136
E-Mail: michael.barnert@walraven.com
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Schweiz

Topol AG
Sanitär-Medizintechnik
Aengermate 94
CH-4936 Kleindietwil
Tel.: +41 (0)62 923 04 43
Fax: +41 (0)62 923 04 41
E-Mail: info@topol.ch
www.topol.ch


