Walraven Pacifyre® MK Il Fire Sleeve (M)

The flexible soloution for simple to complex situations with metal pipes

(U0410)

Features & benefits

m The sleeve provides a guaranteed protection
against fire, smoke and noise

m With a fire resistance up to El 120 U/C

m Expansion and contraction of the pipe remains

possible

m Minimum space required, therefore can be applied
in areas of hard accessibility
m A higher flexibility due to minimal overhang on

wall and floor seals

m Only one product per penetratioin needed in walls

and floors

m simple and easy to install

m No tools, drilling or extra fixing materials needed

m Noise reduction test report from IRB (Fraunhofer
Institute — Germany) available

m Tested and approved according to EN 1366-3

Product Number Inner Outer Total Total Total
Diameter Diameter Height Width Length

Reference letter 1D oD H w L

Unit description  mm mm mm mm mm

2141015017 17 39 40 40 205
2141018020 20 42 42 42 205
2141021023 23 45 45 45 205
2141024026 26 48 48 48 205
2141027029 29 51 51 51 205
2141030032 32 54 54 54 205
2141033035 35 57 57 57 205
2141036038 38 60 60 60 205
2141039041 41 63 63 63 205
2141042044 44 66 66 66 205
2141045047 47 69 69 69 205
2141048050 50 72 72 72 205
2141051053 53 75 75 75 205
2141054056 56 78 78 78 205
2141057059 59 81 81 81 205
2141060062 62 84 84 84 205
2141063065 65 87 87 87 205
2141066068 38 90 90 90 205
2141069071 Al 93 93 93 205
2141072074 74 96 96 96 205
2141075077 77 99 99 99 205
2141078080 80 102 102 102 205
2141081083 83 105 105 105 205
2141084086 86 108 108 108 205
2141087089 89 m 111 1 205
2141090092 92 14 14 14 205
2141093095 95 n7 n7 n7 205
2141096098 98 120 120 120 205
2141099101 101 123 123 123 205
2141102104 104 126 126 126 205

EN-INT - 03/2026 - Subject to change
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Product Number Inner Outer Total Total Total
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Reference letter 1D 0D H w L

Unit description  mm mm mm mm mm

2141105107 107 129 129 129 205
2141108110 110 132 132 132 205
21411113 13 135 135 135 205
2141114116 116 138 138 138 205
2141117119 19 14 14 141 205
2141120122 122 144 144 144 205
2141123125 125 147 147 147 205
2141126128 128 150 150 150 205
2141129131 131 153 153 153 205
2141132134 134 156 228 200 266
2141135137 137 159 228 200 266
2141138140 140 162 228 200 266
2141141143 143 165 228 200 266
2141144146 146 168 228 200 266
2141147149 149 7 228 200 266
2141150152 152 174 228 200 266
2141153155 155 177 228 200 266
2141156158 158 180 228 200 266
2141159161 161 183 228 200 266
2141162164 164 186 228 200 266
2141165167 167 189 228 200 266
2141168170 170 192 228 200 266
2141171173 173 195 228 200 266
2141174176 176 198 228 200 266
2141177179 179 201 228 200 266
2141180182 182 204 204 204 205
2141183185 185 207 228 200 266
2141186188 188 210 228 200 266
2141189191 191 213 228 200 266
2141192194 194 216 228 200 266
2141195197 197 219 228 200 266
2141198200 200 222 228 200 266
2141201203 203 225 228 200 266
2141204206 206 228 228 200 266
2141207209 209 231 228 200 266
2141210212 212 234 228 200 266
2141213215 215 237 228 200 266
2141216218 218 240 228 200 266
2141219221 221 243 228 200 266
2141222224 224 246 228 200 266
2141225227 227 249 228 200 266
2141228230 230 252 228 200 266
2141231233 233 255 228 200 266
2141234236 236 258 228 200 266
2141237239 239 261 228 200 266
2141240242 242 264 228 200 266
2141243245 245 267 228 200 266
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Product Number Inner Outer Total Total Total
Diameter Diameter Height Width Length

Reference letter 1D 0D H w L
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2141246248 248 270 228 200 266
2141249251 251 273 228 200 266
2141252254 254 276 228 200 266
2141255257 257 279 228 200 266
2141258260 260 282 228 200 266
2141261263 263 285 228 200 266
2141264266 266 288 228 200 266
2141267269 269 291 228 200 266
2141270272 272 294 228 200 266
2141273275 275 297 228 200 266

EN-INT - 03/2026 - Subject to change





